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NL-013 Moss NL-015 Navy NL-008 Cayenne
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NL-004 Haystack

Natural Linen is
shown railroaded

NL-002 Tan NL-001 Pear




Specifications

B2l 137 cm (45 -0 em)

‘ 725+ 51 grams/meter®
12011 mm

-32%C

-0, ASTM G153-00a.Cycle 1, 1000 hrs,
. UV coefficient 2 7 Blue Wool Scale

M | No significant wear after 300,000
=== cycles using the Martindale method.

- [Newtons/25.4mm);
W. 16 minimum  F. 16 minimum

Features & Benefits

* Made in Canada

Mildew Resistant

Bromine-free, No Halogenated Flame
Retardants (HFRs)

REACH compliant
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RoHS compliant
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Superior Tailorability

Enhanced Abrasion Resistance

e

% No Bisphenol A (BPA)

[ e

|No Ozone Depleting Chemicals

%( 'No PBTs (Persistent Bio accumulative
and Toxic Chemicals)

| #» Contains bio-based renewable
ingredients

!.. dl Phthalate Free

Recommended Applications

; i Marine

EiAu‘romoﬁve

I ﬁ Corporate -

® o
W Hospitality

iﬂ. Residential/Home Office

(=
,ﬁf Work Stations

IQ! Healthcare

www.morbern.com

fRAC

Natural

Content

Vinyl

Backing

100% Polyester
Flame Resistance

Manufactured to meet the
following flammability™®
requirements:

BS EN 1021-1 and 2
NF P 92-503 (M2)
US FMVSS 302 - UNI ISO 3795

CA TB 117-2013 (Section 1-Cover
Fabric) Section E

UFAC Class 1
BIFMA Class A

NFPA 260A

IMO MSC 88/26/ADD. 2 Part 8
(3.1 and 3.2) (Replacing IMO A652)

* This term and corresponding
data refer to typical performance
in the specific test indicated and
should not be construed to imply
the behavior of this or any other
material under actual

fire conditions.

IMO MED 164.144.10.0

Care and Cleaning Instructions

This product has been developed to emulote the look and
feel of soft leather, The unique super dull finish is designed to
be low burnishing, nen-pelishing and resistant to ultra viclet
exposure, Allanle top coat vinyls have superb failoring
qualities. which make pre-heating and steaming
unnecessary and nof recommended in the fabricotion
process. Becouwse ol the special lealher-like finish, additional
precautions should be observed when processing and
cleaning. Please aovoid contact with marking inks, glues
and other staining materials that may domage vinyl during
the manufacturing process. Protecting sealing with a

clean polyethylene cover, asis common in the outomolive
industry, should enable you to deliver a stain free unit to the
customer.

Il despite all precautions, staining material does come in
conlact with Allante top coat vinyls, cleaning should be
immediate and should follow these instructions:

= Dry soll, Dust and Dirt, Dried on Dirt: Remove with soft cloth
dampened with water.

= Varigtion in Surfoce Gloss: Wipe with a soft cloth
dampened with water. Allow fo.qir dry.

+ Stubborn Dirt: Wash with o soft cloth moistened with a
mild soap and water. Rinse with clean water.

« Stubborn Spots and Stains: Use Tex Akliv, or 303 Product
Deloiler'. wiping with g soft cloth. Rinse with clean water.

« Liguid Spills: Wipe immediately with a clean absorbent
cloth. Rinse with clean water.

« Food, Grease, and Qily Stains: Spray immediately using
sither Tex Aktiv, or 303 Product Detailer™, wiping
wilh a soft cloth. Take care not fo extend the area of
contamination beyond its ariginal boundary. Rinse with
clean water.

Allante top coat vinyls should be periodicolly cleaned to
maintain their appearance and prevent build-up of dirt and
contaminates. Any stain, spill or soiling should be cleaned
up promptly to prevent the possibility of permanent staining.
When cleaning. clways rub gently.

Caoutian: Powdered abrasives, obrosive cleaners, and steel
wocl damage vinyl, as do strong solvents, lacguer solvents
and inks. Lotions, suntan oil, waxes and polishes, etc..
contain oils and dyes that can cause sliffening and staining
of vinyls. Never use heat guns or hair dryers.

Mote: Stronger cleaners, detergents, and solvents may be
effective in stain removal, but con cause eitherimmediate
damage or slow deterioration. Many such matericls are
wrongly recommend in marine and other related industries.
The use of such cleaners is at the owner's own risk.

This infarmation is offered for your general guidonce only. Itis
accurate to the best of our knowledge at the time of printing.
but it is not intended to relieve the user from its responsibility to
investigate and understand other pertinent sources of
infermation and to comply with the laws and procedures
applicable to the safe hondling and use of this material.

Morbem is an
ISC 9001:2008
Certified Supplier

©2017 Morbem, Inc.




